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APPLICATION

The photographies and technical art works are not contractual. The specifications of the presented products are open to modifications without previous advice.

General use: common fluids.

GENERAL CHARACTERISTICS

Full bore.

Rotating non rising inside screw stem.
Screwed bonnet and single wedge valve.
Female / Female BSP cylindrical.

PTFE packing.

CONSTRUCTION
11 1 | Nut Stainless steel 304
10 1 _[Washer Stainless steel 304
9 1 [ Handwheel Zamak
8 1 | Packing nut Stainless steel 316
7 1 | Gland follower | Stainless steel 304
6 1 | Packing PTFE
Stainless steel
5| 1 |Bonnet ASTM A351 CF8M
4 1 |Stem Stainless steel 316
3 1 |Bodygasket |PTFE
Stainless steel
2 | 2 |Wedge ASTM A351 CF8M
Stainless steel
1] 1 |Body ASTM A351 CF8M
Pos. | Q-ty| Description | Material
DIMENSIONS
DN L ov| H |gp|Weidnt
mm | inch (kg)
15 | %’ 55 | 70 92 15| 0.440
20 | 3/4" |605| 70 97 20 | 0.570
25 1" |65.5| 80 [108.5] 25| 0.740
32 |1"/4|76.5| 80 |123.5] 32| 1.120
40 [1"/2|85.5| 90 | 146 | 40 | 1.550
50 | 2" |955|100| 162 | 50 | 2.250

WORKING CONDITIONS

Maximum working pressure : 16 bar
Maximum temperature : -20°C / +180°C.
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STANDARDS

Fabrication according to ISO 9001 :2008
Threaded female / female BSP cylindrical

according to ISO 228/1
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