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Combined Stop and Check Valve

PA 417

PN 16

No Part Material
1 | Body 1.4408

2 | Disc 1.4408

3 | Disc Cover 1.4408

4 | Stem SUS3126

5 | Gasket *PTFE/304+Graphite
6 | Cap 1.4408

7 | Packing PTFE

8 | Bolt SUS304

9 | Hing Pin SUS304

10 | Sleeve PTFE

11 | Gland 1.4308

12 | Nut SUS304

13 | Eye Bolt SUS304

14 | Yoke Sleeve Bronze

15 | Nut SUS304

16 | Handwheel FD400

17 | Spring Washers | SUS304
Function:

The valve works as non return valve
until half-open. Then it works as a
twoway until full open. There is
visual indication Open, Closed and
Non return.
As ption we can mount inductive
sensors for these three positions

Hmax

Max working-

DN D nx0d Hed L Hmax prossuye Weight

Mpa Mpa Kg
120°C | 250°C

15 95 4x14 65 130 186 1,6 1,1 3,5
20 105 4x14 75 150 186 1,6 1,1 4.0
25 115 4x14 85 160 212 1,6 1,1 5,0
32 140 4x18 100 180 243 1,6 1,1 6,8
40 150 4x18 110 200 246 1,6 1,1 93
50 165 4x18 125 230 252 1,6 1,1 12,2
65 185 4x18 145 290 308 1,6 1,1 18,0
80 200 8x18 160 310 327 1,6 1,1 25,0
100 220 8x18 180 350 384 1,6 1,1 35,0
150 285 8x22 240 480 547 1,6 1,1 77,0
200 340 8x22 295 600 505 1,6 1,1 135
250 405 12x26 355 730 780 1,6 1,1 260,0
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